Adapters

High Pressure

Up to 2000 bar

High Pressure Adapters

Technical Description
Range of adapters developed

for HP1000 and HP1500 series.

To achive other thread ports
then existing in the standard
range.

Advantages

The adapters makes the HP
series more flexible and easy to
connect to different fittings and
hose packages.

Working Pressure
Various - from 1000 to 2000 bar

Working Temperature
-30°C up to 100°C

Seals
See chart.
Material Standard
Adapters Steel, Zinc plated and passivated
High Pressure Adapters
Connec- Seal 1 Connection A2 Seal 2 Hex| L Working Part Number
tion A1 mm | mm | Pressure bar
— G 1/4 Rubber / Steel 25 1000 HP13-01
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 HEX G 1/4 Rubber / Steel | 1/4-18 NPTF | Inside Thread | 21 | 32 1000 HP13-02
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HEX G 1/4 Rubber / Steel R 1/4 Inside Thread | 21 | 33 1000 HP13-03
SHERE!
L
HEX G 1/4 Rubber / Steel | 3/8-18 NPTF | Inside Thread | 21 | 34 1500 HP13-04
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High Pressure Adapters

Connec- Seal 1 Connection A2 Seal 2 Hex| L Working Part Number
tion A1 mm | mm | Pressure bar
—HEX G 1/4 | Rubber / Steel R 3/8 Inside Thread | 21 | 35 1000 HP13-05
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— G 1/4 | Rubber / Steel 25 1500 HP13-06
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G 1/4 | Inner Cone 60° G 1/4 Inner Cone 60° | 21 (31,3 2000 HP13-07
G 1/4 |Inner Cone 60°| M16x 1,5 Outside Cone 60° | 19 | 39,4 2000 HP13-08
G 1/4 |Inner Cone 60°| M22x1,5 Outside Cone 60° | 27 | 48 2000 HP13-09
HEX G 1/4 | Outside Cone 120°| M22x1,5 Outside Cone 60° | 27 | 54,5 2000 HP13-10
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HEX G 1/4 | Inner Cone 60°| 9/16-18 UNF | Outside Cone60° | 17 | 37 2000 HP13-11
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A HEX G 1/4 | Outside Cone 120°| 9/16-18 UNF | Inner Cone 60°| 17 | 37,5 2000 HP13-12
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HEX G 1/4 | Inner Cone 60°| 3/4-16 UNF | Outside Cone 60° | 21 | 42 2000 HP13-13
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G 1/4 | Outside Cone 120°| 3/4-16 UNF | Outside Cone 60° | 21 |48,5 2000 HP13-14
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